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The data shown is not binding and the manufacturer reserves the right to make improvements to their products at any time and 
without notice.

TECHNICAL FEATURES

APPLICATION AREAS

           ≥  11,020 ≤  22,050 lb 

   *     ≥  17,650 ≤  19,850 lb 

     **   ≥  6,610 ≤  8,820 lb

0,20 cy

48 x 32 x H 28 in

> 2,900 PSI

*  ≥  19 ≤  26 gal/min
* The hydraulic flow and pressure must both meet the required parameters.

1 .058 lb

OPTIONAL ACCESSORIES 
• RQ20/RQ50 SIFTING KIT
• RM MIXER KIT
• RE8/RE16 FINE SIFTING KIT
• RC COMPOST KIT
• SHAFT HOLDER
• 24 MONTH WARRANTY

RECOMMENDED EXCAVATOR
RECOMMENDED BACKHOE LOADER
RECOMMENDED SKID STEER LOADER**

LOAD CAPACITY

DIMENSIONS

PRESSURE

OIL FLOW RATE

WEIGHT

KIT * ADJUSTMENT APPLICATION

RQ20/RQ50 SIFTING KIT 0.8/2.0 in Sifting damp/dry soil | Soil aeration

RM MIXER KIT - Soil Aeration | Compost aeration |
Charcoal reduction | Glass reduction | Drywall reduction

RE8/RE16 FINE SIFTING KIT 0.3/0.6 in Sifting damp/dry soil  

RC COMPOST KIT 1 .5 in Shredding foliage and small branches | Composting

SHAFT KIT
* shafts in closed position

*rear 
**  Verify machine's Rated Operating Capacity.
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